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DETACHABLE FOLDING KEYBOARD
DEVICE

BACKGROUND OF THE INVENTION

The present invention relates to a detachable folding
keyboard device which consists of two opposite parts that
can be set apart and turned to change the angle relative to
each other and that can be folded up when not in use.

A variety of electronic apparatus are widely used in
different fields and operated by keyboards. More particu-
larly, the keyboard is one of the requisite parts of a computer
system for data input. A conventional keyboard is not
detachable, and therefore it needs much operation space.
Because the key switches of the keyboard of a notebook
computer is made small, it is not easy to operate the key
switches by both hands. Furthermore, because the keyboard
is not detachable, the operator must adapt oneself to the
keyboard during the operation, causing the spine to ache
easily.

SUMMARY OF THE INVENTION

The present invention has been accomplished under the
aforesaid circumstances. It is therefore an object of the
present invention to provide a keyboard device for a com-
puter system which is detachable. It is another object of the
present invention to provide a detachable folding keyboard
device which consists of two opposite parts that can be set
apart and spread out like a fan. It is still another object of the
present invention to provide a detachable folding keyboard
device which consists of two opposite parts that can be
folded up when not in use. It is still another object of the
present invention to provide a detachable folding keyboard
which is simple in structure and inexpensive to manufacture.

According to one aspect of the present invention, the
detachable folding keyboard device comprises a base frame
unit consisted of a left base frame and a right base frame, a
keyboard unit consisted of a left keyboard and a right
keyboard respectively supported on the left and right base
frames, connecting devices connected beiween the left and
right frames for permitting the left and right keyboards to be
end matched, or to be set apart and spread out like a fan, or
to be folded up.

According to another aspect of the present invention, the
left and right keyboards of the keyboard unit have respective
upright rods at respective outer corners, wherein the upright
rods on the left keyboard are respectively stopped against
the upright rods on the right keyboard when the keyboard
device is folded up, and therefore the key switches of the left
and right keyboards are prohibited from being squeezed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an elevational view of a detachable folding
keyboard device according to the preferred embodiment of
the present invention;

FIG. 2 is an exploded view of the detachable folding
keyboard device shown in FIG. 1;

FIG. 3 shows the base frame unit of the detachable folding
keyboard of FIG. 1 assembled;

FIG. 4 is a top view in plain of the detachable folding
keyboard device shown in FIG. 1;

FIG. 5 is similar to FIG. 4 but showing the left and right
keyboards set apart;
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FIG. 6 shows the left and right keyboards of the detach-
able folding keyboard device of FIG. 1 spread out like a fan;

FIG. 7 shows the left and right keyboards of the detach-
able folding keyboard device of FIG. 1 disposed at right
angles;

FIG. 8 shows the detachable folding keyboard device of
FIG. 1 folded up; and .

FIG. 9 shows the detachable folding keyboard device of
FIG. 1 folded up and the lateral cover plate unit thereof
moved from the horizontal position to the vertical position
covered on the collapsed keyboard device at one side.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENT

Referring to FIGS. 1, 2, and 3, a detachable folding
keyboard device 1 is shown comprised of a left keyboard 11,
a right keyboard 12, a base frame unit 2, and a lateral cover
plate unit 3.

The left and right keyboards 11;12 have respective upright
rods 13;14 at respective outer corners. When the left and
right keyboards 11;12 are folded up, the upright rods 13 on
the left keyboard 11 are respectively stopped against the
upright rods 14 on the right keyboard 12, and therefore a
space is maintained between the key switches on the left
keyboard 11 and the key switches on the right keyboard 12.

The base frame unit 2 is comprised of a left base frame 21
and a right base frame 28 fitting under the left keyboard 11
and the right keyboard 12 respectively. The left and right
base frames 21;28 have each two pairs of parallel rails 22,
each pair of parallel rails 22 defining a sliding groove 221.
Projecting stop strips 222 are respectively made inside either
pair of parallel rails 22. A respective slide bar 23 is made to
slide in the sliding groove 221 of either pair of parallel rails
22, having two stub rods 231 at two opposite sides. When
the slide bar 23 is moved outwards, the stub rods 231 will
be stopped against the projecting stop strips 222, and there-
fore the slide bar 23 will not disconnect from the respective
pair of parallel rails 22. The slide bars 23 on the left base
frame 21 are respectively connected to the slide bars 23 on
the right base frame 28 by connecting plates, namely, the
first connecting plate 24, the second connecting plate 25, the
third connecting plate 26, and the fourth connecting plate 27.
The slide bars 23 on the left base frame 21 have a respective
outer end 232 terminated in a barrel 233. The first connect-
ing plate 24 has one end 243 terminated in a barrel 242
connected to the barrel 233 on one slide bar 23 on the left
base frame 21 by a pintle (not shown), and therefore the slide
bar 23 and the first connecting plate 24 form a hinge. The
first connecting plate 24 further comprises a pivot hole 243
on an opposite end thereof. The second connecting plate 25
has a pivot 251 at one end fitted into the pivot hole 243 on
the first connecting plate 24, and an opposite end hinged to
the corresponding slide bar 23 on the right base frame 28.
The third connecting plate 26 has one end hinged to the other
slide bar 23 on the left base frame 21 and comprises an
elongated, curved slot 261 to hold the fourth connecting
plate 27. The fourth connecting plate 27 has a pivot pin 271
at one end inserted into the curved slot 261 on the third
connecting plate 26. The opposite end of the fourth con-
necting plate 27 is hinged to the other slide bar 23 on the
right base frame 28.

As shown in FIGS. 2, 8, and 9, the lateral cover plate unit
3 comprises a left cover plate 32 and a right cover plate 31.
Each cover plate 31 or 32 comprises two upward bearing
walls 33 at two opposite ends terminating in a respective



